Brian Law's Wooden Clock 28 - FDM - with Remontoire

Assembly Sequence

Stage 1 Solvent bond the small gears into the larger gears.

Rear spacers a tight fit on the shaft

Use pin to key the Release and the sprocket

68 mm typical

Use pin to key the Trigger and the sprocket

ARERRRR

NB! All parts to be a tight fit on the
shaft except the Drive shaft in red
below where the Ratchet part is to be
a loose fit on the shaft

This part and the Ratchet are to be loose on the shaft

BELLLELLER ]

See the X section drawing for details of
assembly fits for this part.

39 mm

90 mm

- - Brian Law - July 2016




Brian Law's Wooden Clock 28 - FDM - with Remontoire

Assembly Sequence

Stage 2 : Fit the Trigger into position using the headed pin and a short pin for the stop.
Fit the Remontoire Drive assembly and the Escapement assembly.
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Brian Law's Wooden Clock 28 - FDM - with Remontoire

Assembly Sequence

Stage 3 Fit the Chain and the two Drive train gears
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Brian Law's Wooden Clock 28 - FDM - with Remontoire

Assembly Sequence

Stage 4 Fit the Drive wheel assembly and then the cords and the pendulum assembly
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Brian Law's Wooden Clock 28 - FDM - with Remontoire

Assembly Sequence

Stage 5 Fit the Escapement weight to the Chain, by first feedin the Sproket assembly to the
chain and then using a short pin to fix the Weight holder in place.
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